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PRODUCT SELECTION GUIDE - EUROPE     

Polyethylene 
Grades used in film applications - properties and typical 
customer applications

1) Comonomer n-butyl acrylate: 6.5% 
2) Comonomer tert-butyl acrylate: 7%, comonomer acrylic acid: 4% 
3) Vicat Softening Temp. VST/B (50 N) [°C] ISO 306/B 
Given values are typical properties.

 Grade Name Typical Resin Properties Typical Customer Applications
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Lupolen 1840 D 0.25 0.919 108 93 200 9 • • • • • • • •
Lupolen 2420 D 0.25 0.923 110 96 260 10 • • • • • • • •
Lupolen 2420 F 0.75 0.923 111 96 260 11 • • • • • • • • • • • • • • •
Lupolen 2420 F Plus 0.75 0.923 111 96 260 11 • • • • • • • • • • • •
Lupolen 2426 F 0.75 0.924 111 96 260 11 AB, S • • • • • • •
Lupolen 2420 H 1.9 0.924 111 94 260 11 • • • • • • • • • •
Lupolen 2426 H 1.9 0.924 111 94 260 11 AB, S • • • • • • • •
Lupolen 2420 K 4 0.924 111 92 260 11 • • • • • •
Lupolen 2426 K 4 0.924 111 92 260 11 AB, S • • • • • •
Lupolen 3010 D 0.25 0.927 114 102 300 13 • • • • • • • • • •
Lupolen 3020 F 0.9 0.927 114 100 300 12 • • • • • • •
Lupolen 3026 F 0.9 0.927 114 100 300 12 S • • • • • • •
Lupolen 3020 H 2 0.928 114 100 300 13 • • • • • • • • •
Lupolen 3026 H 2 0.928 114 100 300 13 S • • • • • • •
Lupolen 3020 K 4 0.928 114 97 300 13 • • • • • • • •
Lupolen 3026 K 4 0.928 114 97 300 13 AB, S • • • • • •
Lupolen 3220 F 0.9 0.930 117 105 430 14 • • • • • •
Lupolen 3420 J 3 0.934 119 109 480 16 • • • • • •
Lupolen 3426 J 3 0.934 119 109 480 16 AB, S • • • • •

Lucalen A 2540 D (1) 0.25 0.923 103 85 120 7 • • • • • •
Lucalen A 2920 M (2) 7 0.927 96 74 90 6 AO • • • •

Luflexen hyPE 35P FA 0.75 2.5 0.936 126 119 600 16 AO • • • • • • • • • • • • • •
Luflexen hyPE 36R FA 2.5 0.936 127 119 600 16 AO • • • • • • • • • • • • • •
Lupolen 3721 C 0.6 12.5 0.937 127 121 700 19 AO • • • • • • • • • • •

Hostalen GC 7260 F2 8.0 23 0.960 133 74 (3) 1450 30 AO • • • • • •
Hostalen GD 9550 F 3.1 34 0.950 131 75 (3) 1050 25 AO • • • • • •
Hostalen GF 9055 F 1.8 24 0.954 133 78 (3) 1300 27 AO • • • • • •
Hostalen GF 9045 F 1.8 23 0.946 129 74 (3) 950 23 AO • •
Hostalen GF 7740 F2 1.8 23 0.946 129 74 (3) 950 23 AO • • •
Hostalen ACP 9240 Plus 0.2 6 0.946 129 72 (3) 1000 23 AO • • • • • • • •
Hostalen ACP 9254 Plus 0.3 8.8 0.954 133 74 (3) 1250 27 AO • • • • • • • •
Hostalen ACP 9255 Plus 0.4 12 0.957 133 76 (3) 1350 29 AO • • • • • • • •
Hostalen ACP 7740 F3 1.6 16 0.946 130 75 (3) 1000 23 AO • •


